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TYPICAL BARRIER

45’ PRE-CAST CONSTANT SLOPE BARRIER

(3 SECTIONS) STD DWG BA 3C
OR

40" PRE-CAST CONCRETE FULL BARRIER
GUARDRAIL TRANSITION

(2 SECTIONS) STD DWG BA 1A

TYPICAL BARRIER
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ATTACHED TO POST
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TYPICAL BARRIER

SEE NOTE 1
STABILIZATION PINS REQUIRED
AT ALL LOCATIONS, FRONT AND TRAFFIC
REAR, EXCEPT DIRECTLY OVER BOX
1 1
BOX CULVERT »>25° & <30
60’ PRECAST CONSTANT SLOPE BARRIER
(4 SECTIONS) STD DWG BA 3C
OR
60’ PRE-CAST CONCRETE FULL BARRIER
TYPICAL BARRIER (3 SECTIONS) STD DWG BA 1A GUARDRAIL TRANSITION
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GUARDRAIL NOT
ATTACHED TO POST
SEE NOTE 1 E

STABILIZATION PINS REQUIRED —
AT ALL LOCATIONS, FRONT AND
REAR, EXCEPT DIRECTLY OVER BOX

DETAIL B
BOX CULVERT >30'

TRAFFIC

NOTE:

1. INSTALL W-BEAM TRANSITION WHEN TRAFFIC FROM THE OPPOSITE
APPROACH 1S WITHIN 1.2 TIMES CLEAR ZONE REQUIREMENT.
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